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DY Company History
Founded in 1978

1989   
Opened to 
public (KRX)

2001   
Established 
DONGYANG 
YANTAI, 
China

2002   
Established 
DONGYANG 
AMERICA INC.

2003   
Established 
YANTAI 
DYM A.P., China

2005   
Established 
DONGYANG 
JAPAN
           
Established 
DONGYANG 
GERMANY

2006   
Established 
DONGYANG 
SHANGHAI 
BRANCH, 
China

2007   
Merged DONGYANG
YANTAI and YANTAI 
DYM A.P., China 
           
Established 
DONGYANG SEATTLE 
OFFICE, USA
           
Established 
DONGYANG INDIA

1997   
Recognized as 
the ‘Outstanding 
Industrial 
Conciliation 
Company’

1998   
Received the 
Presidential 
Citation in 
Labor Day

2003   
Obtained GM 
‘Best supplier 
of the  Year’ 
2002

2004   
Obtained GM 
‘Special Recognition 
Award’ Obtained GM 
‘Best supplier of the 
Year’ 2003

2005   
Recognized as World Class 
Product of Hydraulic Cylinder 
(Ministry of Commerce, 
Industry and Energy)
Obtained USD100mill. 
Export Tower Award 
(The Ministry of 
Knowledge Economy)

Awards

Global Machinery Company
Successful Business Together with Customers

Management Philosophy 

GLOBAL TOP CYLINDER GLOBAL TOP QUALITY GLOBAL TOP BRAND

Factory

Domestic Network

- AUTOMOTIVE  PARTS DIVISION
   36, 362beongil, Namdongseo-ro, Namdong-gu, Incheon, Korea 
   Tel: +82. 32. 810. 4100  Fax: +82. 32. 810. 4200  www.dy.co.kr

   819, Sineon-ri, Dogo-myeon, Asan-si, Chungcheongnam-do, Korea 
   Tel: +82. 41. 901. 4500  Fax: +82. 41. 901. 4790  www.dy.co.kr

- HYDRAULIC MACHINERY DIVISION
   812, Ungnam-ro, Seongsan-gu. Changwon-si, Gyeongsangnam-do, Korea 
   Tel: +82. 55. 278. 0800  Fax: +82. 55. 282. 6667  www.dy.co.kr

- ADVANCED R&D CENTER
   A-808, Gwangmyeong Techno Park, Haan-ro, Gwangmyeong-si, Gyeonggi-do, Korea 
   Tel: +82. 2. 6112. 6314  Fax: +82. 2. 6112. 6396  www.dy.co.kr

- INDUSTRIAL MACHINERY DIVISION
  118, 13gil, Seokam-ro, Iksan-si, Jeonrabuk-do, Korea
   Tel: +82. 63. 830. 4400  Fax: +82. 55. 835. 6549  www.dy.co.kr

- SEOUL OFFICE
   Haeam-Building 407, Nambusunhwan-ro, Yangcheon-gu, Seoul, Korea
   Tel: +82. 2. 2600. 4468  Fax: +82. 2. 2607. 0220  www.dy.co.kr

www.dy.co.kr

Changwon 

Changwon 

Incheon

Incheon

Asan

Asan

Iksan Seoul

Seoul

Iksan



Beyond the innovation

2008   
Established 
DONGYANG 
SUZHOU, China

2009   
Established 
DONGYANG 
BEIJING 
BRANCH, China

2010   
Established 
DONGYANG 
JIANGYIN, China

Changed the name 
of DONGYANG YANTAI 
to DONGYANG CHINA 
           
Liquidated 
DONGYANG 
SUZHOU, China

2011   
Setting up the 
2nd Automotive 
Factory in Asan, Korea 
           
Expanding the 
Hydraulic Factory 
in Changwon, Korea 
           
Incorporated 
HSTechnology , Korea

2011   
Recognized as ‘The 
World Class 300’ (MKE)
Won the award of ‘
Innovation-Leadership’ 
in Korea Management 
Excellent Award Won the 
prize in ‘Korea-China 
Management Excellent 
Award’ (MKE)
Obtained USD200mill. 
Export Tower Award
& Gold Tower Order of 
Industrial Service Merit 
(MKE)

2012   
Obtained GM 
‘The Supplier of the Year’
Won the prize in ‘2012 
Korea CEO of the year Award’ 
(Korea Management Association) 
Recognized as the ‘Hidden 
Champion’ (The Export-Import 
Bank of Korea)

2013   
Recognized as‘2012 
best job-creation 
enterprises’ (Ministry of 
Employment and Labor) 
Obtained TEREX ‘2013 
Supplier Outstanding 
Performance Award’ 
of Hydraulic Cylinder

China
- DONGYANG MECHATRONICS CHINA
   No.1003, Fuhai Road, Fushan Yantai, Shan Dong, China
   Tel: +86. 535. 698. 0041  Fax: +86. 535. 698. 0010  www.dongyang-china.com

- DONGYANG MECHATRONICS JIANGYIN CO.LTD
   NO.5 East Xinyan Road, Shizhuang, Huangtu Town, Jiangyin City, Jiangsu Province, China (214-446)
   Tel: +86. 510. 6628. 7015  Fax: +86. 510. 6628. 7130  www.dongyang-china.com

- DONGYANG MECHATRONICS BEIJING BRANCH
   No. D-3006, Xingyuan International BLDG, Wangjing xiyuan, Chaoyang District, Beijing, China 
   Tel: +86. 10. 8417. 1174  Fax: +86. 10. 8417. 1672  www.dongyang-china.com

- DONGYANG MECHATRONICS SHANGHAI BRANCH
   No.803, Xuanrun International BLDG., 1100, Wuzhong RD., Minhang District, Shanghai, China 
   Tel: +86. 21. 6405. 6712  www.dongyang-china.com

- DONGYANG AMERICA INC. SEATTLE OFFICE.
   515 116th Ave. NE, Suite 275, Bellevue, WA, 98004 USA 
   Tel: +1. 425. 453. 1412  Fax: +1. 425. 453. 1521  www.dy.co.kr

- DONGYANG AMERICA INC.
   6993 Nineteen Mile Road, Sterling Heights, Michigan 48314, USA
   Tel: +1. 586. 580. 3332  Fax: +1. 586. 580. 3341  www.dy.co.kr

America

- DONGYANG JAPAN CO., LTD.
   Honikeda B/D 2F-A , 3-35-9, Higashiueno, Taito-ku, Tokyo, Japan 
   Tel: + 81. 3. 5807. 7521  Fax: +81. 3. 5807. 7522  www.dy.co.kr

- DONGYANG GERMANY BRANCH
   Ober der Roeth 4, 65824 Schwalbach, Germany 
   Tel: +49. 6196. 561. 1053  www.dy.co.kr

- DONGYANG MECHATRONICS INDIA PVT
   Plot No-31, Sector 4, IMT Manesar, Gurgaon-122050, Haryana, India 
   Tel: 070. 8680. 8722  www.dy.co.kr

Japan

India

Germany

Looking to the Future and Soaring as a Global Company
DY Global Network

Overseas Network
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We go to the Future with Pioneer Spirit for 
Our Customer's Satisfaction. 



www.dy.co.kr

DONGYANG CRANE OPTION GUIDE

Function Guide of Remote Control 
and Operation Specification

Function
BOOM SWING

DERRICK
TELE

WINCH
Engine Start / Stop

RPM Up / Down
Horn

Emergency Switch
Buzzer

You can operate Dongyang Crane
only Push and Click with your finger.

Simple and easy remote control
provides you the best operation

evironment and safety.

DONGYANG CRANE Option & Function Guide

Model SS1404    SS1406    SS1506    SS1924    SS1926    SS2036    SS2037    SS2724         
Top Seat

Two Derrick Cylinder
Two Stage Double Winch Front Outrigger

H-type Long Front Outrigger
Middle Outrigger

Swing Reducer with a Built-in-Brake
Extra Boom/winch

Minus Boom
Two tele-Boom Cylinder

Oil Fan Cooler
Safety Device
AML System

Model
Top Seat

Two Derrick Cylinder
Two Stage Double Winch Front Outrigger

H-type Long Front Outrigger
Middle Outrigger

Swing Reducer with a Built-in-Brake
Extra Boom/winch

Minus Boom
Two tele-Boom Cylinder

Oil Fan Cooler
Safety Device
AML System

          SS2725    SS2725LB    SS3504    SS3506    SS3506M    SS6506    SS7506 
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▲6,000kg at 2.0m

▲6,000kg at 2.0m

▲7,000kg at 2.0m

▲7,000kg at 2.7m

▲7,000kg at 2.7m

▲8,000kg at 2.0m

▲8,000kg at 2.0m

▲10,000kg at 3.0m

▲10,000kg at 3.0m

950kg at 11.2m ▶

500kg at 16.3m ▶

370kg at 19.4m▶

850kg at 13.6m▶

400kg at 19.8m▶

400kg at 19.8m▶

250kg at 22.6m▶

1,700kg at 14.5m▶

1,100kg at 17.6m▶

▲10,000kg at 3.0m 950kg at 20.2m▶

▲15,000kg at 3.0m 1,750kg at 17.6m▶

▲15,000kg at 3.0m 1,000kg at 25.3m▶

▲17,500kg at 3.0m 920kg at 28.5m▶

CRANES LINE UP

▲20,000kg at 3.0m

SS7506

SS6506

SS1404

SS1406

SS1506 ACE

SS1924

SS1926

SS2036

SS2037

SS2724

SS2725

SS2725LB

SS3504

1,300kg at 30.5m▶

SS3506 / SS3506M



Swing Reducer with a built-in brake
Holds and fixes the crane boom tightly
while truck driving.
(All models)

Large Overlap
Large overlap of one boom
to another boom maximizes boom's 
durability and power.
(All models)

Patened Two Derrick Cylinders
Two big size derrick cylinders provides powerful 
and stable operation.
(SS1926, SS2036, SS2037, SS2724, SS2725, SS2725LB, 
SS3504, SS3506)

Two stage Double width Front Outrigger (Option)  
Sustains and balances the truck during crane 
operation in various circumstances.
(SS1404, SS1406, SS1506, SS1924, SS1926, SS2725, 
SS2725LB, SS3506)

www.dy.co.kr

6~7 ton

Functions & Features Outstanding mobility and great economic value with extreme power and lightweighting 

STIFF BOOM CRANES

 ◀SS1926
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SS1404・SS1406・SS1506 ACE・SS1924・SS1926

SS1926

SS1404

SS1406 SS1506ACE

SS1924 

DONGYANG MECHATRONICS Crane in The 
Antarctic Jangbogo base
Only Dongyang crane selected by Korean Antarctic station, 
and it approves our best quality and endurance in most 
extreme environment of the earth.
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Extra Winch(option)   
Automatic brake system and epicyclic gear 
technology guarantee operator’s safety and 
noise free operation.
(All models)

Cushion Device for Extension Cylinder   
Provides smooth and precise operation 
of boom.
(All models)

Minus Boom   
Benefit of repair convenience, driving 
safely, and aboarding basket.
(SS2036, SS2037, SS3506M)

H-type Long Front Outrigger  
Covers wide rage of height to keep 
turck's balance in various circumstance.
(SS2036, SS2037, SS2724, SS2725, SS2725 LB, 
SS3504, SS3506, SS6506, SS7506)

Cutting-edge Technology of Mechanizm of Crane

www.dy.co.kr

Functions & Features

STIFF BOOM CRANES

SS2725 ▶ 

7~10 ton
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SS2724・SS2725・SS2725LB・SS2036・SS2037・SS2046・SS2047
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DONGYANG MECHATRONICS Crane in The 
Antarctic Jangbogo base
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Patened Two Tele Boom 
Cylinders Machanizm   
Nation's highest speed of extend and 
retract of boom by two telescopic boom 
cylinders machanizm.
(SS7506)

Overwinding Alram Device (Option)  
Automatic alarm system informs the 
operater that hook is closing to the end 
of boom.
(All modes)

Expanding type Middle Outrigger (Option)
Fits for purpose of safety of truck's balance
for over 10ton crane.
(SS2725, SS2725 LB, SS3504, SS3506, SS6506, SS7506)

AML System for Safety Device  
Touch screen displays lifting weight, 
and workding radius.
(SS6506, SS7506 Only)

Powerful lifting capacity and Convenient operation

www.dy.co.kr

Functions & Features

STIFF BOOM CRANES

◀SS7506

15~20 ton
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SS3504・SS3506・SS6506・SS7506
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DONGYANG MECHATRONICS Crane in The Antarctic Jangbogo base



www.dy.co.kr

Extra Boom (Option)
Outstanding performance with simple 
and convenient operation.SSN2800 APRO

Main Boom
Increased boom box size double up 
it’s endurance.

Wider and longer Deluxe Nuckle crane with powerful performance Functions & Features

KNUCKLE BOOM CRANES

◀SSN3000 APRO



           DONGYANG MECHATRONICS  13

SSN2200 APRO・SSN2200II APRO・SSN2700 APRO・SSN2800 APRO・SSN3000 ARPO
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Category Description Unit SS2725 SS2725LB

STIFF BOOM CRANES Specifications

www.dy.co.kr

SS3504 SS3506

Category Description Unit SS1506 ACESS1404 SS1406 SS1924
kg.m

m
m

kg / m
 

l / min
kgf / cm²

l

m / sec
deg / sec

m / min
deg
rpm

Front
Rear
Front
Rear

m

Payload

15,000
22.3 (25.4)
19.4 (22.6)
★7,000 / 2.0
3,750 / 4.7
2,000 / 7.6

1,150 / 10.5
800 / 13.5
530 / 16.5
370 / 19.4

70
200
120

Hexa / 6
14.7 / 34
80 / 16

Φ10 x 100m
14 / 4 layer
←
2.5
5.7
4.4
←
←

Over 5ton

Max. Lifting Capacity
Max. Working Height
Max. Working Radius

Rated Load
(★ : 6S, STD : 4S)

 Rated Oil Flow Volume
Oil Pressure

Oil Tank Capacity
Boom Type / Sections

Boom Extending Speed
Boom Undulation Speed

Wire Rope
Winch Speed
Swing Angle
Swing Speed

Outrigger Extend Width

Outrigger Type

Mountable Vehicle

Capacity

Oil Pump

Outrigger

Vehicle

Booms 
& 

Wires

14,000
13.6
11.2 

★6,000 / 2.0
3,500 / 3.8
2,000 / 6.3
1,300 / 8.8
950 / 11.2

70
200
100

Hexa / 4
7.5 / 22
78 / 22

Φ10 x 90m
 14 / 4 layer

360 Swirl
2.5
5.7
4.4

Auto hydraulic
Auto hydraulic

Over 4.5ton

14,000
18.3 (21.7)

16.3
★6,000 / 2.0
3,500 / 4.0
2,000 / 6.5
1300 / 9.0
950 / 11.4
750 / 13.9
500 / 16.3

70
200
100

Hexa / 6
12.3 / 32
78 / 12.5
Φ10 x 90m
14 / 4 layer
←
2.5
5.7
4.4
←
←

Over 4.5ton

18,000
16.5
13.6

★7,000 / 2.7
3,900 / 4.5
2,100 / 7.6

1,250 / 10.6
850 / 13.6

80
210
120

Hexa / 4
8.9 / 28
80 / 15

Φ10 x 100m
14 / 4 layer
←
2.5
5.7
4.4
←
←

over 5ton

kg.m
m
m

kg / m
 

l / min
kgf / cm²

l

m / sec
deg / sec

m / min
deg
rpm

Front
Rear
Front
Rear

m

Payload

Max. Lifting Capacity
Max. Working Height
Max. Working Radius

Rated Load
(★ : 6S, STD : 4S)

 Rated Oil Flow Volume
Oil Pressure

Oil Tank Capacity
Boom Type / Sections

Boom Extending Speed
Boom Undulation Speed

Wire Rope
Winch Speed
Swing Angle
Swing Speed

Outrigger Extend Width

Outrigger Type

Mountable Vehicle

Capacity

Oil Pump

Outrigger

Vehicle

Booms 
& 

Wires

29,000
20.8 (24.7)
17.6 (21.6)
★10,000 / 3.0

5,600 / 5.0
3,250 / 8.2

2,350 / 11.3
1,700 / 14.5
1,100 / 17.6

90 x 90
210
200

Hexa / 5
12.7 / 30
78 / 18

Φ12.5 x 100m
30~60 / 1 layer

360 Swirl
2.5
6.2

5.36
Auto hydraulic
Auto hydraulic

Over 11ton

29,000
23.2 (27.1)
20.2 (24.2)
★10,000 / 3.0

5,500 / 5.4
2,900 / 9.1

1,700 / 12.8
1,250 / 16.5
950 / 20.2

90 x 90
210
200

Hexa / 5
14.8 / 35
78 / 18

Φ12.5 x 100m
30~60 / 1 layer

←
2.5
6.2

5.36
←
←

Over 11ton

45,000
19.6 (23)

17.2 (21.2)
★15,000 / 3.0

7,500 / 6.0
4,000 / 9.9

2,500 / 13.7
1,750 / 17.6

126 x 126
210
250

Hexa / 6
19.2 / 48
80 / 23

Φ14 x 100m
 30~120 / 1 layer

←
2.0
7

5.36
←
←

Over 15ton

45,000
28.7 (32.6)
25.2 (29.2)
★15,000 / 3.0

7,500 / 6.0
4,000 / 9.9

2,500 / 13.7
1,750 / 17.6
1,300 / 21.4
10,00 / 25.3
126 x 126

210
250

Hexa / 6
19.2 / 48
80 / 23

Φ14 x 100m
 30~120 / 1 layer

←
2.0
7

5.36
←
←

Over 15ton



           DONGYANG MECHATRONICS  15

SS6506 SS7506

SS1926 SS2036 SS2037 SS2046 SS2724SS2047
19,000

22.7(25.9, 27.6)
19.8(23.0, 24.8) 
★7,000 / 2.7
3,900 / 4.7
2,100 / 7.7

1,250 / 10.7
850 / 13.7
600 / 16.8
400 / 19.8

80
210
120

Hexa / 6
15.1 / 36
80 / 17

Φ10 x 100m
 15 / 4layer
←
2.5
5.7
4.4
←
←

over 5ton

19,000
22.7 (25.9, 27.6)
19.8 (23.0, 24.8)
★8,000 / 2.0
3,900 / 4.7
2,100 / 7.7

1,250 / 10.7
850 / 13.7
600 / 16.8
400 / 19.8

80
210
170

Hexa / 6
15.1 / 36

-17~80 / 19
Φ10 x 100m
 15 / 4 layer
←
2.5
6.1
4.4
←
←

Over 5ton

18,000
25.6 (28.8, 30.5)
22.6 (25.8, 27.6)
★8,000 / 2.0
3,500 / 4.7
1,800 / 7.8

1,000 / 10.8
750 / 13.8
530 / 16.7
250 / 22.6

80
210
170

Hexa / 7
17.8 / 36

-17~80 / 18
Φ10 x 100m
15 / 4 layer
←
2.5
6.1
4.4
←
←

Over 5ton

18,000
22.7(25.9, 27.6)
19.8(23.0, 24.8)
★8,000 / 2.0

3,900 / 4.7 
2,100 / 7.7 

1,250 / 10.7 
850 / 13.7 
600  / 16.8 

400/19.8
80

210
170

Hexa / 6 
15.1 / 22.4 
-17~80 / 18 
Φ10 x 100m 
15 / 4 layer 
←
2.5
6

4.4
←
←

Over 7ton

29,000
17.9 (21.8)
14.5 (18.5)
★10,000 / 3.0

5,600 / 5.0
3,250 / 8.2

2,350 / 11.3
1,700 / 14.5

90 x 90
210
200

Hexa / 4
12.7 / 30
78 / 18

Φ12.5 x 100m
30~60 / 1 layer

←
2.5
6.2

5.36
←
←

Over 11ton

18,000
25.6(28.8, 30.4) 
22.6(25.8, 27.6)
★8,000/2.0

3,500 / 4.7
1,800 / 7.8

1,000 / 10.8
750 / 13.8
470 / 16.7
200 / 22.6

80
210
170

Hexa / 7
17.8 / 36 

-17~80 / 18 
Φ10 x 100m 
15 / 4 layer
←
2.5
6

4.4
←
←

Over 5ton

* Above specification could be changed without any notice depending on manufacturer's situation.
- Two tele-system Boom speed : Boom length / operation time of each cylinder. 
   (simultaneous operation time) 

KNUCKLE BOOM CRANES Specifications
Technical Data SSN2200 APRO SSN2200II APRO SSN2700 APRO SSN2800 APRO SSN3000 APRO

Max. lift capacity

Max. work height

Max. work radiusy 

Rate flow rate

Rated pressure 

Oil tank capacity

Boom type

Boom stages

Extendtion boom speed

Main boom acting angle/speed

Outer boom acting angle/speed

Rotating angle

Rotating speed

Lift weight and distance

Safety device

Options

Outrigger checker valve
Rated fluid volume control valve

Excessive load prevention port relief valve

10.5

11.0

7.7

63

250

170

Hexaogonal Box

4 stage deflection

3.3 / 6.5

-35 ~ 80 / 10.5

145 / 8

415

35

4,330 / 2.3

2,350 / 4.4

1,700 / 6.0

1,350 / 7.7

ROTATOR & GRAPPLE
(0.35m³)

12.0

11.3

8.0

63

250

170

Hexaogonal Box

4 stage deflection

3.3 / 6.5

-35 ~ 78 / 10.5

145 / 8

415

35

3,950 / 2.6

2,450 / 4.7

1,750 / 6.35

1,400 / 8.0

ROTATOR & GRAPPLE
(0.35m³)

12.0

11.5

8.2

63

250

170

Hexaogonal Box

4 stage deflection

3.3 / 6.5

-35 ~ 78 / 10.5

145 / 8

415

35

3,900 / 2.8

2,400 / 4.9

1,700 / 6.5

1,350 / 8.2

ROTATOR & GRAPPLE
(0.35m³, 0.45m³)

13.0

11.8

8.5

63

250

170

Hexaogonal Box

4 stage deflection

3.3 / 6.5

-35 ~ 80 / 10.5

145 / 8

415

35

4,250 / 3.1

2,560 / 5.2

1,820 / 6.9

1,420 / 8.5

ROTATOR & GRAPPLE
(0.35m³, 0.45m³)

15.0

12.7

9.0

80

250

200

Hexaogonal Box

4 stage deflection

3.3 / 6.5

-38 ~ 76 / 11

143 / 10

415

35

4,500 / 2.9

2,700 / 5.4

1,900 / 7.2

1,500 / 9.0

ROTATOR & GRAPPLE
(0.35m³, 0.45m³)

ton.m

m

m

cc / rev

kg / cm²

l

-

-

m/sec

 º /sec

º /sec

º

º /sec

kg/m

61,000
32

28.5
★17,500 / 3.0

8,900 / 7.0
4,550 / 11.3
2,700 / 15.6
1,900 / 19.9
1,300 / 24.2
920 / 28.5
126 x 126

210
250

Hexa / 6
19.2 / 48

-12~80 / 23
Φ14 x 100m

 30~120 / 1 layer
←
1.5
7

5.43
←
←

Over 15ton

70,000
34.5
30.5

★20,000 / 3.0

8,918 / 7.3
4,702 / 12.0
2,960 / 16.6
2,169 / 21.2
1,658 / 25.9
1,300 / 30.5
126 x 126

210
280

Hexa / 6
24 / 49

-10~80 / 30
Φ14 x 130m

 7.5~30O / 4 layer
←
1.5
7.9

5.43
←
←

Over 25ton


